
 
CONTAINER CONVERSIONS 

20/40 FOOT



APPLICATIONS:

•	 Instant onsite secure access control check point, Mines, Remote locations, Construction sites, 
Temporary security check points, Events.

DESIGNED FOR: 

•	 Temporary and Permanent Access Control. Security check point. 

CONFIGURATION: 

•	 20 Foot and 40 Foot. 

SECURITY LEVEL RATING:

•	 From low to ultra secure.

FEATURES:

•	 Custom built to customers’ requirements.

•	 Can reduce stolen time and improve accuracy on labour wages, reducing the risk.

TECHNOLOGY:

•	 New or used Shipping containers.

Boomgate Systems offers 
a wide range of options 
to customise your container
to suite any operational
requirements.

CONTAINER CONVERSIONS



PACKAGING SPECIFICATIONS: 

•	 Depending on the model, Containers can be closed for shipping - especially for export.

ACCESSORIES: 

•	 Screw in Jacks, Slabs, Steps, Rubberised Floors, Blinds, Burglar Bars, Security Gates, 

	 Complete Bullet Proofing, Air Conditioner, Geyser, Office with furniture, Full Ablution facility,

	 Sleeping facility, Veranda, Data Points/Tel Points, Power Skirting, Work Tops, DB, Lights, 

	 Plugs of your choice. COC on all electrical installations.
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Manufacturers & Suppliers of: 
Traffic Barriers  •  High Security Spike Barriers  •  Road Blockers  •  Turnstiles  •  Security Booths  •  Pedestrian Barriers  •  Paraplegic Gates  •  Speed Gates  

Bollards  •  Goosenecks  •  Magnetic Locks  •  Metal Enclosures  •  Rubber Islands

JOHANNESBURG BRANCH:  
Tel: +27 11 674 4441    
Fax: +27 11 674 4450  
Email: boomgate@global.co.za 
18 Minerva Avenue, Leaglen,  
Florida, Roodepoort,  
SOUTH AFRICA

CAPE TOWN BRANCH:  
Tel: +27 21 551 0849 
Fax: +27 21 551 8627  
Email: salesct2@boomgatesystems.co.za  
Unit 2 Crest Park, 12B Longclaw Drive, 
Montague Gardens, Cape Town,  
SOUTH AFRICA 
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https://boomgatesystems.co.za/

